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IBC bunds PE [PG 9]

IBC collecting trays in PE 

with National Technical Approval 
(applied for)

•  made from high-quality polyethylene
• high chemical resistance
• Capacity 1,100 litres
• rugged PE support crossbar for high 

load-bearing capacity

• forkliftable with a forklift  
or manual lift truck  
(transport only when empty)

• can be stacked inside each other  
for transport

Nestable for transport

IBC bund 1100/1-PE  
with supporting crossbar  
and filling attachment

rugged PE support crossbar for 
high load-bearing capacity 

made from high-quality  
polyethylene

high chemical resistance

forkliftable

Technical specifications subject to change.
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IBC bunds PE [PG 9]

IBC bunds PE
Description /  Type External dimensions  

cm (l x w x h)
Collection 
volume L

No. of 1000 L 
IBCs 

Loading 
capacity kg

Weight 
approx. kg

Order no.

IBC bund 1100/1-PE 146 x 117 x 85 1100 1 1500 43 10938

IBC bund 1100/1-PE  
with galvanised steel grating

146 x 117 x 87 1100 1 1500 63 10947

IBC bund 1100/1-PE  
with PE perforated plate

146 x 117 x 88 1100 1 1500 53 10950

IBC bund 1100/1-PE 
with filling attachment

162 x 117 x 85 1100 1 1500 45 10939

IBC bund 1100/1-PE  
with filling attachment
with galvanised steel grating

162 x 117 x 87 1100 1 1500 65 10948

IBC bund 1100/1-PE  
with filling attachment
with PE perforated plate

162 x 117 x 88 1100 1 1500 55 10951

IBC bund 1100/2-PE 223 x 146 x 44 1100 2 3000 47 10940

IBC bund 1100/2-PE  
with galvanised steel grating

223 x 146 x 46 1100 2 3000 87 10949

IBC bund 1100/2-PE  
with PE perforated plate

223 x 146 x 47 1100 2 3000 67 10952

IBC bund 1100/2-PE  
with galvanised steel grating

IBC bund 1100/1-PE  
with supporting crossbar

IBC bund 1100/1-PE with filling  
attachment and PE perforated plate

IBC bund 1100/1-PE with filling  
attachment and galvanised steel grating

Technical specifications subject to change.
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NATIONAL TECHNICAL 
APPROVAL

Approval no. Z-40.22-451

Technical specifications subject to change.

IBC bunds (Polyethylene)  [PG 9]

IBC bunds PE
Description / Type External dimensions

cm (l x w x h)
Collection 
volume L

Cont. à 1.000 l
item

Loading 
capacity kg

Weight 
approx. kg

Order no.

IBC bund 1100/1 PE 145 x 145 x 100 1100 1 2000 75 8581
IBC bund 1100/1 PE  
with PE perforated plate

145 x 145 x 100 1100 1 2000 105 8582

IBC bund 1200/1 PE  
with PE perforated plate

168 x 168 x 70 1200 1 2000 86 10520

IBC bund 1100/2 PE  
with PE perforated plate

245 x 145 x 58 1100 2 4000 120 8583

IBC bunds PE 
with general construction inspection 
approval no.: Z-40.22-451
• manufactured from high quality  

polyethylene (HD-LMD)
• high resistance to chemicals
• capacity 1,100 L resp. 1,200 L
• forklift- or walkie-truck-accessible  

(do not transport when filled)

IBC bund 1100/2 PE  
with PE perforated plates 

IBC bund 1100/1 PE  
with PE perforated plates

IBC bund 1100/1 PE  
with filling attachment 
(accessory)

from high quality 
polyethylene

high resistance  
to chemicals

forklift- or walkie-
truck-accessible

Accessories for IBC bunds PE
Description External dimensions

cm (l x w x h)
Collection volume L
up to the overflow

Weight 
approx. kg

Order no.

Filling attachment  
for IBC bund 1100/1 PE

59 x 64 x 107 100 10 8584

Filling attachment  
for IBC bund 1200/1 PE

59 x 64 x 79 100 9 10521

Filling attachment  
for IBC bund 1100/2 PE

59 x 64 x 67 100 6 8585

IBC bund 1200/1-PE




