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TW COUPLINGS

TYPE MK: FEMALE PART - FEMALE THREADED WITH LOCKING LEVER

ND Inch Thread Thread seal Profiled seal Material Weight/pc Reference
EN ISO 228-1 Kg

50 2" G 2 PUR NBR Brass 0.74 MK050
80 3" G 3 PUR NBR Brass 1.46 MK080

100 4" G 4 PUR NBR Brass 2.71 MK100

50 2" G 2 PTFE CSM Stainless steel 0.63 MKRR050
80 3" G 3 PTFE CSM Stainless steel 1.30 MKRR080

100 4" G 4 PTFE CSM Stainless steel 2.16 MKRR100

TYPE VK: MALE PART - FEMALE THREADED WITH THREAD SEAL

ND Inch Thread Thread seal Material Weight/pc Reference
EN ISO 228-1 Kg

50 2" G 2 PUR Brass 0.30 VK050
80 3" G 3 PUR Brass 0.78 VK080

100 4" G 4 PUR Brass 1.22 VK100

50 2" G 2 PTFE Stainless steel 0.32 VKR050
80 3" G 3 PTFE Stainless steel 0.74 VKR080

100 4" G 4 PTFE Stainless steel 1.25 VKR100

Stainless steel: AISI 316 - EN 1.4408
Female thread: EN ISO 228-1, BSP

Stainless steel: AISI 316 - EN 1.4408

Stainless steel: AISI 316 - EN 1.4408
Female thread: EN ISO 228-1, BSP
ND 100 is an o-ring seal

TYPE MKH: LOCKING RING WITH LEVER

ND Inch Material Weight/pc Reference
Kg

50 2" Brass 0.51 MKH050 
80 3" Brass 0.93 MKH080 

50 2" Stainless steel 0.43 MKHR050
80 3" Stainless steel 0.91 MKHR080
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TYPE MB: DUST CAP

ND Inch Seal Material Weight/pc Reference
Kg

50 2" NBR Brass 0.37 MB050
80 3" NBR Brass 0.88 MB080

50 2" CSM Stainless steel 0.35 MBR050
80 3" CSM Stainless steel 0.81 MBR080

100 4" CSM Stainless steel 1.21 MBR100

50 2" NBR Aluminium 0.19 MBA050
80 3" NBR Aluminium 0.32 MBA080

100 4" NBR Aluminium 0.47 MBA100

TYPE VB: DUST PLUG

ND Inch Material Weight/pc Reference
Kg

50 2" Brass 0.36 VB050
80 3" Brass 0.89 VB080

50 2" Stainless steel 0.30 VBR050
80 3" Stainless steel 0.71 VBR080

100 4" Stainless steel 0.99 VBR100

50 2" Aluminium 0.10 VBA050
80 3" Aluminium 0.30 VBA080

100 4" Aluminium 0.48 VBA100

50 2" Polypropylene 0.10 VBP050
80 3" Polypropylene 0.30 VBP080

100 4" Polypropylene 0.48 VBP100

Stainless steel AISI 316 - EN 1.4408
Chain not included
ND 100 is an o-ring seal

Stainless steel AISI 316 - EN 1.4408
Chain not included
Polypropylene dust plugs are not pressure resistant

Stainless steel: AISI 316 - EN 1.4408
Female thread: EN ISO 228-1, BSP

TYPE MKV: CROWN PART FEMALE THREADED

ND Inch Thread Thread Profiled Material Weight/pc Reference
EN ISO 228-1 seal seal Kg

50 2" G 2 PUR NBR Brass 0.23 MKV050
80 3" G 3 PUR NBR Brass 0.55 MKV080

50 2" G 2 PTFE CSM Stainless steel 0.20 MKVR050
80 3" G 3 PTFE CSM Stainless steel 0.49 MKVR080
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TYPE MKST: FEMALE PART WITH LOCKING LEVER AND SMOOTH HOSE SHANK

ND Inch Material For hose Weight/pc Reference
mm Kg

50 2" Brass 50 1.20 MKST050

80 3" Brass 75 2.37 MKST080

50 2" Stainless steel 50 1.09 MKSTRR050

80 3" Stainless steel 75 2.21 MKSTRR080

The female part, type MKST is a monoblock version 
Standard hose shank EN 14420-2 / DIN 2817
Stainless steel AISI 316 - EN 1.4408

TYPE VKST: MALE PART WITH SMOOTH HOSE SHANK

ND Inch Material For hose Weight/pc Reference
mm Kg

50 2" Brass 50 0.76 VKST050

80 3" Brass 75 1.69 VKST080

50 2" Stainless steel 50 0.78 VKSTR050

80 3" Stainless steel 75 1.65 VKSTR080

The female part, type VKST is a monoblock version 
Standard hose shank EN 14420-2 / DIN 2817
Stainless steel AISI 316 - EN 1.4408

ACCESSORIES

Stainless steel AISI 304 - EN 1.4301

CHAIN WITH S-HOOK

Length Material Weight/pc Reference
mm Kg
200 Stainless steel 0.015 KETR200
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PROFILED CROWN SEAL

ND Inch Material Colour Ø  OD +/- 0.2 Ø  ID +/- 0.3 Height +/- 0.2 Weight Reference
mm mm mm Kg

50 2” NBR Black 62.5 49.0 10.0 0.01 GSDB050
80 3” NBR Black 92.0 76.0 11.6 0.03 GSDB080

50 2” CSM Green 62.5 49.0 10.0 0.01 GSDH050
80 3” CSM Green 92.0 76.0 11.6 0.03 GSDH080

50 2” FPM Black 62.5 49.0 10.0 0.01 GSDV050
80 3” FPM Black 92.0 76.0 11.6 0.03 GSDV080

SQUARE SEAL FOR FEMALE CAP TYPE MB

ND Inch Material Colour Ø  OD +/- 0.6 Ø  ID +/- 0.3 Height +/- 0.2 Weight Reference
mm mm mm Kg

50 2” NBR Black 61.5 49.0 5.0 0.01 TWFB050
80 3” NBR Black 92.0 77.0 6.0 0.02 TWFB080

50 2” CSM Green 61.5 49.0 5.0 0.01 TWFH050
80 3” CSM Green 92.0 77.0 6.0 0.02 TWFH080

50 2” PTFE White 61.5 49.0 5.0 0.01 TWFP050
80 3” PTFE White 92.0 77.0 6.0 0.02 TWFP080

50 2” FPM Black 61.5 49.0 5.0 0.01 TWFV050
80 3” FPM Black 92.0 77.0 6.0 0.02 TWFV080

O-RING FOR FEMALE CAP TYPE MB AND CROWN PART TYPE MKV

ND Inch Material Colour Ø  OD +/- 0.8 Ø  ID +/- 0.8 Height +/- 0.3 Weight Reference
mm mm mm Kg

100 4” NBR Black 113.0 99.0 7.0 0.02 TWFB100
100 4” CSM Green 113.0 99.0 7.0 0.02 TWFH100
100 4” FPM Black 113.0 99.0 7.0 0.02 TWFV100

THREAD SEAL

ND Inch Material Colour Ø  OD +/- 0.5 Ø  ID +/- 0.1 Height +/- 0.5 Weight Reference
mm mm -0.2 mm Kg

50 2” PTFE White 60 49 2 0.004 X2RP050
80 3” PTFE White 88 77 3 0.010 X2RP075

100 4” PTFE White 114 100 3 0.015 X2RP100

50 2” PUR Braun 60 49 2 0.002 X2RV050
80 3” PUR Braun 88 77 3 0.005 X2RV075

100 4” PUR Braun 114 100 3 0.008 X2RV100

Thread seal dimensions in compliance with EN 1.4420-5
Seal colours are subject to change without prior notice

a4-tw  7/17/07  3:20 PM  Pagina 8



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




