
When choosing a hose reel, it is important to consider the following aspects:

TYPE OF FLUID TO BE

DELIVERED

FLOWRATE IN L/MIN

TO BE DELIVERED

LENGTH AND DIAMETER OF

HOSE TO BE USED

PRESSURE OF

FLUID

Choosing a hose reel

AdBlue 10 bar

Air - Water 20 bar

Oil - Water 200 bar

Oil - Paint 200 bar

Oil 400 bar

Welding 20 bar

LPG - methane 20 bar

Air - Water 20 bar

Water max 130° C 100 bar

Water max 130° C 200 bar

Water max 130° C 400 bar

Oil and similar products 150 bar

Grease 600 bar

Diesel fuel 10 bar

TYPE OF FLUID TO BE DELIVERED AND PRESSURE OF FLUID

HOSE LENGTH AND DIAMETER

HOSE STOP

Articcle Hose reels series ø Reductions

KR7201
290 - 330
380 - 390

Painted - S. steel 12 - 14 - 16 mm

KR8104
420 - 430 - 440
450 - 520 - 530

Painted - S. steel 14 - 17 - 19 mm

KR8705 540 - 550 - 560 Painted - S. steel
14 - 17,5 - 21

28,5 - 30 - 34 mm

KR8907 420 - 520 - 540 Double hose 12 - 14 - 15 - 16 mm

Universal hose stop comes with all hose reels supplied 
without hose, complete with adapters for using hoses of 

different diameter.

A

B

C

Adapters for hoses of
different diameter (supplied 
with the hose stop)

145

extermal
diameter
of hose

HOSE REELS SERIES

290 330 380 - 390 420 - 430 440 - 450 520 - 530 540 - 550 560 617 - 618 637 - 638

ø 12 mm
max. length

16 m
max. length

18 m
max. length

22 m
- - - - - - -

ø 14 mm
max. length

 14 m
max. length

 16 m
max. length

 20 m
- - - - - - -

ø 17 mm
max. length

 10 m
max. length

 12 m
max. length

 18 m
max. length

 21 m
max. length

 21 m
max. length

28 m
- - - -

ø 19,5 mm - -
max. length

 16 m
max. length

 16 m
max. length

 26 m
- - - -

ø 22 mm - -
max. length

 14 m
max. length

14 m
max. length

 24 m
max. length

 30 m
max. length

 60 m
max. length

 50 m
max. length

 100 m

ø 28 mm - - - - -
max. length

 22 m
max. length

 40 m
max. length

 30 m
max. length

 60 m

ø 34 mm - - - - -
max. length

 17 m
max. length

 30 m
max. length

 20 m
max. length

 40 m

ø 44 mm - - - - - - -
max. length

 15 m
max. length

 30 m

ø 50 mm - - - - - - -
max. length

 10 m
max. length

 20 m

ø 13 + 13 mm - -
max. length

 13 m
-

max. length
 22 m

max. length
 37 m

- - -

ø 15 + 15 mm - -
max. length

 12 m
-

max. length
 20 m

max. length
 35 m

- - -

ø 16 + 16 mm - -
max. length

 10 m
-

max. length
 15 m

max. length
 27 m

- - -


