
Overall dimensions and technical information are provided solely for informative purposes and may be modified without notice

Direct operated solenoid valves
 Series 300   
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Ordering code

305.11.00          Normal

305.11.0_L        with Led
                         1 = 24  V D.C. / A.C.
                         2 = 110 V 50/60 Hz
                         3 = 230 V 50/60 Hz

Coil

Weight 54 gr.  

Electrical connector

Weight 19 gr.

Available voltages
Coil
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MB4
MB5
MB6
MB9

MB10/1

12 D.C.
24 D.C.
48 D.C. 
24 D.C. (2 Watt)
24 D.C. (8 Watt)

MB17
MB21
MB22
MB24

MB17/1
MB21/1
MB22/1
MB24/1

24/50
48/50
110/50
230/50

MB37
MB39
MB41

MB37/1
MB39/1
MB41/1

MB56
MB57
MB58

MB56/1
MB57/1
MB58/1

24/50-60
110/50-60
230/50-60

24/60
110/60
230/60

Ordering code

MB66
MB67
MB68

 
/

24/50-60
110/50-60
230/50-60

Direct current

Alternating current
50 Hz

Alternating current
60 Hz

Alternating current
50/60 Hz

Alternating current
(low consumption)

50/60 Hz
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