
TLA
Visual level indicator
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CODE
1GTLN10A
1GTLA20A
1GTLA30A
1GTLA40A
1GTLA50A
1GTLA60A
1GTLA70A
1GTLA80A

TYPE
TLAN1G
T L A 2 G
T L A 3 G
T L A 4 G
T L A 5 G
T L A 6 G
T L A 7 G
T L A 8 G

CODE
1MTLN10A
1MTLA20A
1MTLA30A
1MTLA40A
1MTLA50A
1MTLA60A
1MTLA70A
1MTLA80A
1MTLA90A
1MTLA91A
1MTLA92A
1MTLA93A
1MTLA94A
1MTLA95A
1MTLA96A
1MTLA97A
1MTLA98A
1MTLA99A
1MTLA999

TYPE
TLAN1M
T L A 2 M
T L A 3 M
T L A 4 M
T L A 5 M
T L A 6 M
T L A 7 M
T L A 8 M
T L A 9 M
TLA10M
TLA11M
TLA12M
TLA13M
TLA14M
TLA15M
TLA16M
TLA17M
TLA18M
TLA19M

MB series
14 x 1,5
16 x 1,5
18 x 1,5
20 x 1,5
22 x 1,5
24 x 1,5
24 x 2
25 x 1,5
27 x 1,5
30 x 1,5
30 x 2
33 x 1,5
33 x 2
35 x 1,5
40 x 1,5
42 x 3
48 x 3
60 x 2
60 x 4
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Standard polycarbonate transparent inspection
window unaffected by high or low temperatures.

Avoid contacts with alcohol and solvents.

Special version:
with Pyrex glass for high temperatures.

By request:
with anchor nut
for unthreaded
hole.
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