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Nozzles

Available:

F0061903B
F14761000
F00870000
F00870020

Automatic nozzle
Manual nozzle 
Automatic nozzle with K24
Manual nozzle with K24

Code Weight
Kg

Description

MANUAL NOZZLE
WITH K24
Flow rate up to 80  l/min
Spout ext. Ø 3/4”
Hose tail 3/4

3,4
3,4 
3,4
3,4

No
No
Yes
Yes

2,6
0,2
3,4
0,6

MeterPressure

bar

Plastic adapter
for K24 manual 
nozzle

Code F15776000

Adapter K24
for automatic nozzle
M 3/4”BSP - F 1”BSP

Code F16475000

AUTOMATIC NOZZLE
WITH K24
Flow rate up to 40  l/min
Spout ext. Ø 3/4”
Hose tail 3/4 with swivel

AUTOMATIC NOZZLE
Flow rate up to 40 l/min
Spout ext. Ø 3/4”
Hose tail 3/4 with swivel

MANUAL NOZZLE
Flow rate up to 80  l/min
Spout ext. Ø 3/4”
Hose tail 3/4

NOZZLE NOZZLE + METER

       Piusi nozzles are all made 
from materials compatible with 
Urea.

Manual nozzle distinguished 
by high efficiency, due to the low 
flow resistance, and inexpensive 
operation.

Automatic nozzle featuring a 
device that stops the flow when 
the tank is full. Complete with 
hose-tail fitting.

Nozzle + electronic flow meter 
providing immediate reading of 
dispensed quantity.

EN ES       Todas las pistolas Piusi se 
fabrican con materiales compati-
bles con la Urea.

Pistola manual caracterizada 
por una elevada eficacia, debida a 
la baja resistencia al flujo, unida a 
una notable economicidad.

Pistola automática con dispo-
sitivo de parada del flujo en caso 
de depósito lleno. Dotada de 
boquilla.

Pistola + cuentalitros electró-
nico que ofrece una lectura inme-
diata de la cantidad suministrada. 

       De pistolen van Piusi zijn ge-
maakt van materiaal dat geschikt 
is voor ureum.

Handpistool gekenmerkt door 
een grote efficiëntie, door de lage 
weerstand tegen de stroom, in 
combinatie met een aanzienlijke 
kostenbesparing.

Automatisch pistool uitgerust 
met stopsysteem van de stroom 
bij volle tank. Inclusief slanghou-
der.

Pistool + elektronische litertel-
ler met onmiddellijke aflezing van 
de afgegeven hoeveelheid.
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