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FEATURES

NOZZLESNOZZLE METERSMETERSPUMPSDISPENSERSKIT LUBE

VISCOMAT VANE DRUM
• READY TO USE
• MEDIUM VISCOSITY OILS
• NUTATING DISC FLOW METER (K33 

VERSION ONLY)

PERFORMANCE

The Piusi Drum Viscomat Vane is an oil dispenser kit suitable to transfer low vi-
scosity lubricants. It includes AC powered Piusi Viscomat pump, and Self 3000 
manual nozzle.

DISPENSER

up to

500 cSt

VISCOSITY

up to

28 L/MIN
(up to 7gpm)

FLOW RATE

DC
VOLTAGE

POWER

± 1%

ACCURACY

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/PALLET PCS/BOX

000270000 18 39,6 480X370X265 18,9X14,6X10,4 1

000270010 21 46,3 500X380X280 19,7X15X11 1

DRUM VISCOMAT VANE
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MERCHANDISEACCESSORIESHOSE REELSFLUID
MONITORINGFILTRATIONWASTE OIL 

EQUIPMENTS

DRUM

VISCOMAT VANE DRUM

• VISCOMAT PUMP
• SUCTION PIPE
• K33 METER (ONLY FOR METER VERSION)
• INSTRUCTION MANUAL

• PUMP: 
 VISCOMAT VANE  PAG. 34
• NOZZLE, SELF 3000: 
 BODY: ALLUMINIUM
 SEAL: VITON

CHARTS IN THE BOX

DETAILS

COMPONENTS / MATERIALS

SELF3000 MANUAL NOZZLE K33 MECHANICAL METER

SUCTION PIPE

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
FLOW-RATE VOLTAGE  PUMP NOZZLE

HOSE
LENGTHL/MIN GPM AC V./HZ

DC VOLT
POWER
WATT

AMP. 
MAX. MOD. TYPE

000270000 DRUM VISCOMAT 70M 28 7 230 750 4,6 VISCOMAT 70 M SELF3000 4

000270010 DRUM VISCOMAT 70M K33 25 7 230 750 4,6 VISCOMAT 70 M SELF3000 4

 THE UNIT CAN ALSO BE SUPPLIED FOR OPERATING UNDER DIFFERENT VOLTAGES AND WITH METER

O
O

TYPE OF FLUID OIL SAE 80W90

TEMPERATURE 17 °C
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